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FUEL VAPORIZATION AND ITS EFFECT ON COMBUSTION
COMPRESSION-IGNITION ENGINE

By A. M. ROTHROCKand C. D. WALDRON

IN A HIGH-SPEED

SUMMARY’

The teds di.wuwed in this report were conducted to
determine whetlwr or not there ix appreeida twporizu-
ti.on oj the fuel injected into a high-speed compression-
ignition engine during the time acailublefor injectiun
and combu-stion. The efects of injection adkwnceangle,
fuel boiling temperatures, fuel quahy, engine speed,amd
engine temperaturewere instigated. The rew!t.s show
that an appreeiubl.eamount of thejd h vuporized dur-
ing injection even though tlu temperature and prewure
ditiou in the enghw are not su@ient to cuwe igni-
tion &her duri~ or a~er injection, and that when the
conditimware such a-sto cause ignition the wzporizutwn
proctxs a~ects the combustion. The r& hre com-
pared with those of several other investigakws in the
samejield. Thettxh werecondu.dedwith the A? A. C. A.
combustion appar&u9. .

INTRODUCTION

Since Doctor Diesel’s invention of the compression-
ignition engine, extended researches have been con-
ducted on fuel vaporization and the effects of this
vaporization on the combustion. Originally it was
believed that the fuel went through four distinct
stages: Injection, vapotiation, ignition, and combus-
tion. This idea was held by Riepell, Alt, Neumann,
as well as by Diesel himself. @eferences 1 and 2.)

As research on the combustion process progressed Ah
and Neumann came to the opinion that there was
insutlicient time between injeotion and ignition to
rdlowfor the vaporization of any appreciable quantity
of fuel. This opinion was accorded general aeceptame
in Germany and the United States.

Preliminary results obtained by Rothrook with the
N. A. C. A. combustion apparatus (referenee 3) indi-
cated, however, that not only was some of the fuel
vaporizing under the conditions of engine operation,
but also that this vaporization was considerable even
at compression pressures and at air temperatures too
low to result in auto-ignition of the injectid fuel.

A series of tests was therefore conducted to deter-
mine definitely whether or not vaporization did occur
and if so the effect of this vaporization on the process

of combustion. The purpose of this report is to pre-
sent the results of these tests on which ‘a preliminary
note has already been published. (Reference 4.}
The work was done by the National Advisory Com-
mittee for Aeronautic at Langley Field, Va.

APPARATUS AND METHODS

The N. A. C. A. combustion apparatus has been
described in detail’ in reference 3. A diagrammatio-
sketoh of it is presented in Figure 1. The apparatus.
is so constructed that a single-oylinder test engine k-
driven at the desired speed by an electric motor. By-
engaging the clutch, the camshaft of the injection
system makes a single revolution at one-half enghw
speed, and a single charge of fuel is injected into the
combustion ohamber of the engine. High-speed
motion pictures are taken of the injection process by
means of the apparatus shown in I?igure 2. In the-
present investigation the arrangement and rate of dis-
charge of the electic condensers were such that 13-
exposures were taken at the rate of 1,000 per seocnd.
When combustion took place its illumination was also-
recorded on the film. The iihn used was ordinary
commercial film.

The passages around the cylinder and in the cyl-
inder head are connected to a tank containing glycerin.
which is circulated through these passages. By-
means of electric heating coils in this tank, the glyc-
erin, as it leaves the engine jackets, can be maintained
at temperatures as high as 400° l?. It is possible to-
inject the fuel with or without combustion of the fueL
spray by changing the temperature of the glycerin.
Most of the present tests were made at temperatures
below that required for combustion so that the com-
plek process of vaporization and condensation coul&
be studied.

Two additions have been made to the apparatus-
siuce it was described in referenoe 3. A oircuit breaker-
in serica with a switch operated by the injection sys-
tem -haft haa been added. This circuit breaker
is emmected in series with a small spark gap placed
in front of the photographic tilm. As a result, a line-
is reeorded on the flhn as the piston passes through
top center in the cycle during whioh injection takes
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place. A compression release valve has been installed
so that the compression is releaaed on the cycles fol-
lowing that during which injection takes place. This
latter change has been made to remove the necedty
of determining whether or not combustion of the fuel
occurs in the cycle during which the fuel is injected
or during some succeeding cycle. (See reference 3.)

In the tests made with this valve the engine was
brought up to speed with the valve open. The fuel
pressure in the reservoir of the injection system was
then brought to the desired value. This operation
also closed the compression release valve. The time
elapsing betweau the closing of the valve and the
operation of the clutch which caused the injection of
the fuel was 1 second or less. Consequentlyj the
time intekal during which the glass windows were
subject to the high pressurca and temperatures was
greatly reduced. ‘Also the heat losses as discussed in
reference 3 caused by the repeated compression and
expansion of a single charge of air were reduced.

Wi5h the present apparatus, it is not always possible
to reproduce the test conditions because of both atmos-
pheric and engine conditions. The chief de+tion
occurs in the gas leakage past the piston rings in the
engine. The amount of the leakage is indicated by
the maximum compression pressure, which was in
every case recorded by the trapped-pressure method.
(Reference 5.) In the following table are tabulated
the maximum pressures recorded with all the data
presented, together with a brief description of the
causes of any considerable variation:

1 1 ,

El!#e Wgdowp. -’lEngine
ablm
“F.

11’

During the taking of the test data the greatest
difficulty encountered was caused by failur~- of the
glass windows. Since these windows are expensive
and since repeated failures score the cylinder liner, it
was advisable to accept these differences in gas leakage
rather than to attempt to repeat all tests under the
same conditions. Fortunately, the differences do not
affect the conclusions drawn from the data. The
failure of the glass was eliminated after the compres-
sion release valve was installed.

14990 ct-3~1

OUTLINE OF TESTS

An examination of the photographs presented in
reference 3 showed that when the Diesel fuel was
injected into the combustion chamber the appearance
of the spray after cutaff was quite diiferent from that
observed in the previous photographs taken at room
temperature. When the injection occurred early in the
cycle the chamber cleared rapidly following the cut-
off of injection and remained clear for the remainder
of the 70-crank-degree time interval included during
the taking of the high-speed motion pictures. How-
ever, when the injection started closer to top center so
that the photographs imduded more of the expansion
stroke, the exposures showed that the chamber became
fogged at approximately 35° after top center and that
the time at which the fogging occurred was not very
sensitive to these injection advance angles. h addi-
tion, the fogging occurred in some cages betwem two “

sucfxwive exposurw, a time intervalof approximately
0.0005 second. This fogging was attributed to con-
densation of the vaporized fuel at the point on the
down stroke of the piston at which the partial pressure
of the fuel vapom in the combustion chamber reached
their saturated vapor prwmre. In the prcm.ntinvesti-
gation, therefore, a series of tests waa made which
would show the occurrence of certain definite phenom-
ena, provided that the fuel was vaporizing and then
condensing.

The teat conditiom and the phenomena which must
occur, provided that vaporization and condensation
take place, are as follows:

Variabl&i.njection advance angle.—l?rovided that
the fogging of the chamber is caused by condensation
of vaporized fual, the time in the engine cycle at which
condensation occurs should not show much variation
over a wide range of injection advance anglw. A
small change might be observed because of the crack-
ing of the vaporized fuel tim the initial hydrocarbons
to lighter hydrocarbons having a lower boiling point.
In this case early injection advance anglm should
give a later condensation point because of the longer.
time interval during which the fuel is in contact with
the hot air in the ‘mmbustion chamber. Because it
was believed that this variable would provide one of
the most certsin checks on the theory, the injection
Edvance angle was varied in all tes~” from 50°, in
some cases 80°, before top center to top center in 10°
bcrements.

Different fuels;-The point of condensation should
be dependent on the vapor pressures of the fuel used.
Consequently, a seriw of teds was made wing dena-
tured ethyl alcohol, gasoline, hydrogenated safety
Fuel,kerosene, and Diesel fuel (fuel oil). The atmos-
pheric distillation curves of samples of each fuel are
~hown in Figure 3. Vapor-pressure curves that give
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the comparative boiling temperature-sunder pressure
of fuels similar to four of the fuels are shown in Figure
4. These data are not from actual samples of the fuels
tested, but are taken horn reference 6. According to
the condensation theory, the time interval between top

center and the point at which the fogging of the
chamber occurred should decrease as tie boiling tem-
perature of the fuel increased, or as the vapor pressure
of the fuel decreased.

Different fuel quantities.-Since the saturated vapor
pressure of a fuel depends only on the temperature and
since given weights of a fuel vapor will have a definite
value of vapor pressure at the various volumes and
corresponding temperatures that exist during the ex-
pansion stroke of the engine, the intersection of the
saturated vapor-prcsmre curve of the fuel with the
curves of the vapor pre9sure for the given weights of
fuel under the temperature and volume cmditions in
the engine will give the temperature and consequently
the crank position at which these weights of fuel should
condense. If condensation occum in the engine, the
effect of varying the fuel quantity on the time in the
engine cycle at which condensation takes place should
show the same trend whether the data are obtained
experimentally or theoretically. Computations show
that this relationship requires that, as the fuel quan-
tity is decreased, the time after top center at which
the condensation takes place would increase at au
increasing rate. The fuel quantities used in this series
of tests varied horn 0.00080 to 0.00004 pound per
injection. In all tests the injection period was
approximately 25 crank degrees.

DilTerentengine speeds.-Since the point in crank
degrees at which condensation should take place is of

cokmlrrrED

necessity a function of temperature and pressure, it
should remain independent ‘of engine speed, except
for the increased cooling losses and gas-leakage losses,
as the speed of the engine is decreased. Conse-
quently, tests were made at engine speeds of 1,500,
1,000, and 500 revolutions per minute.

lliiferent engine temperatures.-Increasing the
engine temperature decreases the radiation and con-
duction on losses from the air during the compression
and expansion stroke and consequently maintains
higher air temperatures throughout the cycle. There-
fore, increasing the engine temperature throughout
the cycle should cause the condensation to take place
at a later point on the expansion stroke. In order
to test the effect of temperature, runs were made at
outgoing glycmin temperature of 100°, 160°, 200°,
and 250° F.

TEST RESULTS AND DISCUSSION

VARIABLE-INJECTIONADVANCE ANGLE

All the spray photographa presented show the dlect
of the injection advance angle on the vaporization
and condensation of the injected fuel. The discussion
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in this and the following paragraph, however, will be
limited to Figures 5 to 9, which contain the data for
the diihrent fueb. In each photograph a line has been
drawn to indicata top center and a second line has
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been drawn thrmwh the center of the

ADTr.so”RY

last clear

exposure at aminje%on advance angle of 40° or 50°
before top center. In general, as the injection advance
angle &A.A,) was decreased, the point of condensation
in crank degrees after top cmter at first decreased and
then increased, although the change was slight, approx-
imately 10°, in comparison with the variation in
advance angle. An examination of the vapor~p=ure
data presented by Joachirn and Rothrock (reference 6)
shows that the vapor-pressure curves of the fuels were
not revemible. In each case as the temperature of
the bomb in which the presmr= were measured was
lowered the vapor pressures were higher than those
recorded when the bomb waa heated. This nonre-
versibility indicatea that chemical changes took place
in the fuels so that the iiml products after cooling
the bomb contained lighter hydrocarbons than those
which were in the original fuel. The longer the fuel
was subjected to the high temperatures and pressures
in the combustion &amber, the greater was the time
available for these chemical changca to take place.
Consequently, it is to be expected that with the early
injection advance angles the fuel in the chamber after
condensation had a lower boiling temperature and
higher saturated vapor pressure than that which Was
originally injected. & the injection advance angle
was retarded lwa of the lighter hydrocarbons were
formed and consequently the condensation took place
at a slightly earlier point on the expansion stroke.
When the injection staxted at 10° before or at top
center the mixing of the fuel and fuel vapors was not
as complete as with the earlier injection. This phe-
nomenon is shown by the uneven manner in which the
light from the spark discharg= was blotted out. The
condensation point again retarded with the late rnjec-
tion because the time was too short for vaporization to
be completed and consequently the partial prcmurcs of
the fuel Ynpors were decreased.

Com&ring the figures as a whole, it can be said
that the point at which condensation occurs dots not
vary with injection advance angle, exc8pting. large
angles that cause cracking of the fueJ and d anglea
that do not give sticient time for complete vaporiza-
tion of the fuel. Consequently, it can be concluded
that the &t requirement of the vaporization theory is
satisiied.

Effeot of boiling temperature of the fuel.-Figures
5 to 9 show the rem.dtaobtained with the diiTerent
fuels. With denatured ethyl alcohol (@. 5) the vapor-
ization during the following injection was sticient so
that no fuel was seen horn soon after injection cutaff
until approxhately 55° after top center. With an
injection advance angle of 50° the fuel between 20°
and 10° before top center was faidy well difEused
throughout the chamber as is shown by the hazy
image. For the eight successive exposures the cham-
ber remained clear and then again became hazy when

COMMITTEE FOR AERONAUllZCS

the condensation took place. (Compare third and
twelfth exposures.) With injection at 40° before top
canter some of the fuel was still unvaporized at 6°
before top center. Some condensation took place at
58° after top center and condensation became prac-
tically complete in the next expos~e. With injection
starting at 30° before top center, some of the spray
core is visible in the first two exposures and condensa-
tion started a little before 55° after top center. The
rcmdts for injections starting at 20” before top center
are similar to those for 30°. With injection starting at
10° before top center the condensation was less rapid
or else the fuel vapor had not diffused throughout the
air; consequently the mixture was not homogeneous.
The same is true for injection starting at top center.
For this last case it is interesting to note how the fuel
disappeared from around the core of the spray. (See
the iirat, second, third, and fourth exposures.) In no
case was the condensed fuel suf%ent to block out all
the light on the original negative from the spark dis-
Chmges.

The photographs obtained with gasoline (fig. 6) me
similar to those obtained with ethyl alcohol, except
that the vaporization doca not appear to have been as
rapid and the condensation started earlierin the stroke,
approximately 42° after top center. When condensa-
tion took place less of the light was transmitted through
the combustion-chamber windows than wrIs the caae
with the ethyl alcohol. The dispemion of the fuel
spray before vaporization was grea$er with the earlier
injection advance angles, which is to be expected, since
the temperatures in the chamber during injection are
lower and consequently the vaporization is not so
rapid. With injection starting at top center the
blocking out of the light was uneven throughout the
chamber for some time after the condensation started.

With the hydrogenated safety fuel (fig. 7) the con-
densation took place at approximately 30° after top
center. Again with the greater injection advance
angles the distribution before vaporization was more
marked than with the lesser amgles. This difference
was, of course, affected to some e.xterttby the air flow
in the chamber. (See reference 3.) With injection
starting at top center a slight amount of unvaporized
fuel was visible at 39° after top center. The next
exposure shows, as would be expected, that the con-
densation took place around this nucleus. The same
phaaomenon is shown with injection starting at 10°
before top center.

With kerosene (&g. 8) the condensation occurred at
approximately the same point as with the hydrogenated
fuel, 31° after top center. This is to be expected from
a comparison of the distillation curves of the two fuels.
Again the condensation around any visible nuclei
(second and third exposures, I.A.A. 0°) is shown.
When the condensation took place the light from the
spark dischaqgea was completely obstructed with the
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exception of the photograph haiing injection starting
at top center. In this case a slight increase in light
intensity is shown as the piston approached bottom
center, probably mused by the decrease in the density
of the charge in the cylinder.

The condensation of the fuel oil (fig. 9) occurred at
appro.simately 27° after top center. b no case was

the vaporization complete when the injection advance
angle was 30° or less Jn all cases the condensation
completely obstructed the light bm the spark dis-
chargw, although with the injection advance angle of
0° the obstruction was not complete until 55° after top
center.

Comparing all the photographs of this series, we see
that the point of condensation occurred closer to top
center as the boiling point or boiling range of the fuel
increased, which fidiilk the secand requirement of the
vmporizrkion theory. The vaporization was more
compleiw the earlier the injection advance angle with
the higher boiling rsmge fuels. With the fuels having
the lower boiling range the vaporization was comider-
able for ill injection advance angles tested. It can be
concluded that in high-speed, compression-ignition
engines the fuel during and after its injection vaporizes
considerably and that if combustion is not started
until after the end of injection the combustion takea
place from the vapor phase and not from the liquid
phase as has been generally believed. The results
indicate that it is possible, and probable, that in every
caae the combustion is also started from the vapor
phase and not from the liquid phase. Of course,
with the conventiomil fi.mlswhich consist of a mixtare
of hydrocarbons it is not necessary for vaporization
to be complete before ignition takes place, but only
for a sufficient quantity of that fraction which has the
lowest ignition temperature to be vaporized md
hinted to the auto-ignition temperature. The quan~
tity which will be sufficient to start combustion with
inflammation will depend on the rate of heat loss from
and to the gases in the combustion chamber.

Effeot of fuel quanti~ injected.-The results of the
teats with diflerent quantities of fuel oil are shown in
Figures 9, 10, and 11. The fuel quantities were
mensured by injecting 10 charges of fuel into a con-
tainer screwed onto the injection valve and weighing
the container before and after injection. In the deter-
mination of the weight of fuel the injection took place
into air at atmospheric pressure imtead of into air at
pressures of from 400 to 500 pounds per square inch.
Howeverj since the rate of fuel discharge through the
injection valve nozzle varies as the square root of the
pressure difference, the decrease when the discharge
took place into the combustion chamber shouId have
been small. The diflerent fuel quantities were ob-
tained by inserting in the injection value nozzk with
diiferent size discharge oriiicea. Consequently, a
variation in the drop aims of the injected fuel should

be expected. & Lee (reference 7) has shown, this
variation should not be suilicient to affect the general
conclusion drawn from the twts.

With 0.00017 pound of fuel (fig. 10) the photo-
graphs were similar to those with 0.00024 pound,
although the chamber was cleared of tilble fuel -
earlier on the compression stroke with an injectiori
advance angle of 500. As before, vaporization was not
complete with an injection advance angle of 30° or
less. The photograph for an injection advance angle
of 0° shows the condensation taking place around the
unvaporized portion of fuel in the chamber. As in all
the previous tests, the diffusion of the fiml before
vaporization wcs greater the earlier the injection ad-
vance angle.

,The rcdts shown in Figure 11 for 0.00004 pound of
fuel show a much later point of condensation, 46° after
top center, than with the larger fuel quantities.
This result is to be expected because of the decrease
in the heat necessary to vaporize the fuel chmge, and
because of the decrease in the partial pressure of the .
fuel vapor. Wkh injection advance angles of 20°
or more before top center no fuel was visible for the
&et part of the expansion stroke before the condensa-
tion took place. With injection starting at 10° before
and at top center, fual was visible but not to such an -
extant as with the two larger fuel quantities. The
photographs show that even when the spray pene-
trated and distributed through only a d part of the
chamber before vaporizing the distribution was quite
uniform when the fuel condensed. In no case was all
the light on the negative obstructed &er the con-
densation took place. This phenomenon gives us a
cJueas to the extent of the vaporization. We can con-
clude that 0.00004 pound of fuel on condensing will -
obstruct an appreciable amcunt of the light. With
0.00024 pound of fuel, approximately the amount
required for -mmplete mmbustion of the air, no fuel
waa visible with the early injection advmce anglca and
very little was visible following injection cut-off with
we later injection advance angles. Therefore, it is
safe to say that a considerable amount of the fuel was
vaporized in the time allowable for injection and com-
bustion.

Another reason for thinking that the chamber being
clear soon after cut-off is an indication of almost com-
plete vaporization is that Lee (reference 7) and De
Juhaaz (referauce 8) show that a very sma)llamount of
the fuel is in the outer envelope of a spray. However,
this outer envelope is clearly photographed (refer-
ence 3) showing that when the chamber &mm, there
can be very little unvaporized fuel in the chamber.

Effect of engine speed on vaporization.-’l%e effect
of engine speed on the vaporization of the fuel sprays
is shown in Figures 9, 12, and 13. At an engine speed
of 1,000 revolutions per minute the photographs are
similar to those obtained at a speed of 1,500 revolutions
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per minute. WW an injection advance angle of 50°
the fuel first diilused through the chamber completely
blocking out the light from the spark discharges and
then vaporized and condensed at approximately 23°
after top center. WW an injection advance angle of
40° the initial diilusion before the vaporization was
not so complete and the vaporization appeared to be
more complete than with the enrlier injection start.
RIth an injection advance angle of 30° the vaporiza-
tion was more complete than was the case at 1,500
revolutions per minuta for the same injection advance.
This is attributed to the longer time interval during
which the fuel was subjetted to the higher tempera-
tures because of the lower engine speed. The slightly
earlier condensation at the slower speed can be attrib-
uted to the lower temperatures in the combustion
chamber caused by the greater heat and gas-leakage
loa9es.

At an engine speed of 500 revolutions per minute
the vaporization process with respect to time in seconds
was slower than at the two higher speeds because of
the slower rate of temperature change. The conden-
sation point was later for an injection advance angle
of 0°, starting about 32° after top center, although with
an injection advance of 20° the condensation started
between 20° and 30° after top center. The ccmdensa-
tion occurred slightly earlie; at the speed of 500 revo-
lutions per minute than at the higher speeds because
of the greater heat.losses of the air in the combustion
chamber. The magnitude of the loss is indicated in
the matium cylinder pressures at the three speeds
which were 460, 440, and 400 pounds per square inch
at 1,500, 1,000, and 500 revolutions per minute
respectively. (These values of maximum cylinder
pressures are averages. The values varied by +10
pounds per square inch.)

A comparison of the three figures shows that since
the distribution characteristics of the fuel sprays as
well as the rate of vaporization of the spray vary with
speed, the combustion characteristics must of neces-
sity also vary. However, the variation is not of suiR-
cient magriitude to cause any great difficulty, as is
shown by the numerous successful examples of engines
which run with a considerable speed range.

Heat of engine temperature.-!l%e effect of engine
temperature on vaporization is shown in Figures 9,
14, 15, and 16. Figure 9 shows condensation to have
occurred at 27° after top center when the engine tem-
perature was 100° F. Figures 14 and 15 show con-
densation to have occurred 37° and 67° after top
center when the engine temperature was respectively
150° and 200° F. No condensation up to 130° after
tQp center was shown on the films when the engine
temperature was 250° F. The retarding of the con-
densation point at the higher engine temperatures
satisfie9 the last requirement of the vaporization
theory. Figures 14 and 15 show the blotting out of
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the light to have been less complete than the blotting
out that occurred at 100° F. engine temperature.
This effect was probably caused by the fuel being
broken down more completely into the lighter gases
at the higher temperatures, leafig less of the heavier
gases to condense.

During the 100° F. test the blotting out occurred
earliest with an injection advance angle of 20°. The
photographs taken when the engine was at 160° and
200° F. do not show the condensation to have occurred
later as the injection-advance angle was made larger.

Taking the different temperature teats as a whole,
it can be said that higher temperatures affect the con-
densing of the vaporized fuel, probably causing more
complete cracking of the fuel before condensation can
occur. These higher temperature tests also show a
more rapid rate of vaporization.

An examination of the different temperature tests
shows that there was no ignition of the fuel until the
engine temperature waa 200° F. Figure 16 shows
that ignition occurred when the injection advance
angle was increased to 30° before top center and that
the fuel ignited about 5° after top center. The fuel
apparently burned with a red flame as the flhn was
not much affected by the light of the combustion,
When the injection advance angle was raised to 40°
the fuel apparently burned with a much whiter flame
and ignition seemed to occur throughout the chamber
at the same time, although occurring no earlier than
with the 30° advance angle. With an injection ad-
vance angle of 50° ignition occurred about 2° after
top center, but the flame did not seem as bright as the
previous combustion. Increasing the advance angle
to 60° caused ignition to retard to 5° after top center
again and combustion was brighter than with the 50°
advance angle, but not as bright as with the 40° angle.
When injection started 65° before top center ignition
was retarded to about 16° aft?r top center and com-
bustion seemed to be”brighter around the sides of the
chamber than in the center. This series of tests was
repeated and the same phenomenon was again re-
corded. The followiug explanation of this action is
Dffered.

& the fuel is injected into the combustion chamber
two types of chemical action tend to take place. As
Neumann (reference 10) and Wollera and Ehmcke
(reference 11) have shown, the heavier hydrocarbons
tend to decompose into lighter, more stable hydro-
carbons, and free hydrogen. ” This decomposition in-
wases the auto-ignition temperature of the mi..ture.
On the other hand, the heavier hydrocarbons also
tend to form unstable peroxides with the oxygen
present in the air. These unstable peroxides result
in a low auto-ignition temperature. (An excellent
li.scuss.ionof the peroxide formation and its effect on
mmbustion is given by Mardles in reference 12.)
Both these changes are affected by temperature. If



‘: 1.A. A020”,’,

1.A.A.4

mt Y
,,

--.>

..

.—— -.
).T.C.50 40 30 20 10 0 10 20 30 37z440 50 60 70 . 80 90--- 100 A.T,C.

Time, crankshaft degrees .

Bmwm14.-Vawriwkionoffueloiletw F. enginetwq.mrature.Engfner.P.m.,1,s00.Fuelwentltg,0.CHX120pound Df@dwPoM m dfmneter,O.~ inoh



B:T.C.40 30 20 ‘ 10 0 10 20 30 40 50 60 70 80 90 100 110 Ii?@A.I.C
Time, crankshaft degrees

IhauBE16.-VapmimtfonandmmbastlanoffuelOUatW F. anglnetanpxatnre.Engfner.p.m.,lMO. Fnolquamtltg,MO?i9pmmd. DlsoiwgwrWad!amWar,O.fWfnab



1. ,(
Time, crankshaft degrees p!

$
mGU&El&-Va@zatlon andwmbmtlonoffuel011at .7&Y1?, engine temperature, Engine r. p, m., I,&l), Fuelqrmntlty,0.- ponnd, Dfdruge+riilcediameter,O.C@Inab ‘

~
r?

3

J.

g



. .. . .,. ..,, ..

648 REPORT NATIONAL ADVISORY

the decomposition takes place at the lower tempera-
ture, then with the earlier injection the lighter hydro-
carbons will be formed at the expense of the peroxides
and consequently the auto-ignition temperature and
the auto-ignition lag will be increased. The accepb
ante of this hypothesis depends, of course, on the
results of further axperirnentation.

When the engine temperature was 250° F. iggtion
did not occur until the injection advance a@e was
increased to 30° before top center. However, when
ignition took place it stprted at, or slightly before,
top Mu% mound the edge of the spray and not at
an indeterminate point or points throughout the
chamber. Although the combustion seemed quite
intase, there was a definite time interval that elapsed
before the flame spread throughout the chamber.
Further injection advance did not change the time of
the start of ignition but did cause the burning to start
simultaneously throughout the chamber. Subsequent
tests in which indicator cards were taken simultam+
ously with the combustion photographs showed that
this simultaneous start of combustion is accompanied
by violent combustion shock (“detonation”). A
comparison of this flgge with the preceding one
shows ‘that the increased temperature tended ,to
make the combustion more uniform and more intense,
and also that the engine temperature was an important
factor in controlling the rate of combustion.

COMPARISON OF PRESENT RESULTS WITH THOSE OF

OTHER INVESTIGATORS

In 191s Neumann published a series of articles
(reference 10) on the results of tests conducted to
determine the significance of the vapor pressures of
various fuels in relation to the suitability of the fuels
for use in compression-ignition engges. He based
his analysis on the hydrogan preferential theory, ac-
COrdingto which ignition starts from the combination
of the o~gen with the fkee hydrogen liberated by the
decomposition of the hydrocarbons in the fuels. His
data, however, are of interest since recent work has
shown that combustion starts through the formation
by the vaporized hydrocarbons of hydmxyls or per-
oxides.

Before discussing Neumann’s results it is well to
distinggh between the terms “fuel vapor” and
“fuel gas” as used by him and subsequently by
Wollers and Ehmcke. By fuel vapor is meant the
original hydrocarbons the fuel contained which have
changed from the liquid to the vapor phase. By fuel
gas is meant the decomposition products of the original
hydrocarbons. These decomposition products consist
cssentidly of the lighter hydrocarbons, methane pre-
dominating, after complete vaporization of the fuel.

Neumann’s experiments consisted essentially of ob-
taining vapor-preswre curve9 for representative ali-
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phatic and aromatic fuels suitable for compression-
ignition engines. By applying heat at u constant
rate to the fuels he was able also to obtain information
on the time rate of vaporization. In addition he
analyzed the resrd~~ gases for free hydrogen, meth-
ane, ethane, and heavier hydrocarbons of the ethane
serim The analyses showed him that when the fuels
were heated sufficiently to be completely vaporized
and then cooled the action was not reversible. This
same phenomenon is shown in the results published
by Joachim and Rothrock.

Neumsmn assumed that the greater the rate of
decomposition of the fuel and the yield of free hydrogen
the greater was the ease with which the fuel waa
iggted. More recent results have shown that the
free hydrogen becomes a factor only when ignition is
not started from the unstable hydrocarbons at a
temperature below the auto-ignition temperature of
the hydrogen. Neumann may be correct in stating
that those fuels which yield free hydrogen at thehigher
temperature are more suitable for engine operation,
not because of the free hydrogen present, however, but
because of the greater instabili~ of the molecules.
The rates of fuel-gas formation which he also supposed
to be an indication of the suitability of the fuels for
engine use can, therefore, be used as a criterion to a
certain extent.

Neumazm concluded that the rate of formation of
the decomposition products should not be too rapid
but rather steady and consistent. This statement
must, however, be modified according to the relation-
ship between the auto-ignition temperature of the fuel
and the boiling temperature. Where the auto-
ignition temperature is considerably in excess of the
mean boiling temperature it is advisable to have a
slow rate of vaporization so that ignition will take
place before the fuel is completely vaporized, Other-
wise the burning will take place with su5cient rapidity
to cause combustion shock. On the other hand, if
the auto-ignition temperature is near the mean boiling
temperature it is advisable to have the vaporization
take place rapidly.

Unfortunately, these two conditions are d.iflicult to
obtain. The photographs of the fuel spray and of the
combustion have shown that for a wide range of
volatility the rate of vaporization is sufficiently fast
in all cases to affect combustion, and that with the
fuels consisting essentially of the lighter hydrocarbons
the rati of vaporization is too fast to permit combus-
tion to start before the vaporization is completed, The
results obtained at an engine temperature of 200° l?.
show that Neumann was correct in concluding that
the formation of the lighter hydrocarbons before the
start of combustion is detrimental and that although
combustion may take place under such conditions the
heat of combustion is insufEcient to cause the whole
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charge to burn. It can be concluded that the dMiculty
encountered in burning the predominsmtiy aromatic
fuels in the compression-ignition engine is principally
a function of the chemical structure of the fuel which
results in a high auto-ignition temperature.

The next important research on the combustion
phenomena following that of Neumann’s was con-
ducted by TVollera and Ehmcke. (Reference 11.)
Their investigation was conducted to detemine
whether or not it was possible to force early ignition
by the addition of small amounts of eaaily ignitible
fuels. They found, as had Neumann, that the total
hydrogen content of the fuel was not the primary
factor in rating the fuels according to their suitability
for use in compression-ignition engines. They also
concluded that the boiling rrmge of the fuel was riot
indicative of the fuel’s suitability for use in compres-
sion-ignition engines. The present tests have shown,
however, that the boiling range doca have a marked
influence on the combustion shock of the fuel. Wollers
and Ehmcke’s tests on the relation of the gasification
pr,ocess.to the combustion phenomena are extremely
interesting. They cmicluded that in the @iphatic
series the GH bonds were stronger than the C-C
bond and that consequently the combustion was
started through a breaking down of the hydrocarbons
in the C-C bonds. With th’e aromatic compounds,
however, the process was reversed. In this case the
cyclic C-C bonds were stronger than the chain C-H
bonds and the split took place in the latter. Their
auto-ignition tests showed that the auto-ignition tem-
perature of a fuel was dependent not on the physical
properties of the liquid fuel but on its chemical struc-
ture. In further proof of this they showed, as Neu-

.mann had, that the ihrd decomposition products of
all the fuels they tested when completely vaporized
were identical. In regard to the ignition temperature
they concluded that in homologous series the ignition
temperature decreased with increasing molecular
weight. This conclusion had since been checked by
other investigators for the normal compounds. Wolle&
and Ehmcke did not, however, discard the theory that
vaporization precedes ignition, for they state, “After
the fuel has been injected, a momentary vaporization
takes place. Under the influence of the high tempera-
ture prevailing in the compression chamber the vapor
molecules are loosened in the direction stipulated by
the chemical constitution. The valences made re-
active by this loosening absorb o~gen eagerly. Igni-
tion and further burning takes place.” Although the
vaporization of the fuel does not dfect the auto-
ignition temperature, the present teds have shown that
the vaporization does affect the course of the
combustion.

After the publication of Wollem and Ehmcke’s
report the theory was advanced, based upon that
report and other work, that not only did vaporization

have no effect on the combustion but that combustion
started from the liquid and not the vapor phase. It is
difEcult to understand why so many investigators took
this” stand inasmuch as the abov~mentioned report
compmed only the ignitability bm the gaseous and
from the vapor phase and presented no material in
support of the nonvaporization theory. Nevertheless,
Wollers and Ehmcke’s results, together with the fact
that fuels could not be compared according to their
volatilitiea alone, led many of the leading workers in
the-field to discard the vaporization phase in discussing
combustion. Little attention was paid to the fact that
because of the wide variation in the chemiwd constitu-
ents of the fuels tested it is hardly plausible to believe
that the volatili@- only of the fuel should determine its
suitability in a compression-ignition engine. Nor was
it realized that although the vaporization had no effect
on the auto-ignition temperature it might have a
decided effect on the course of the combustion.

Alt (reference 1) in discussing Woks and Ehmcke’s
work states that “if vaporization were imporhmt for
ignition, then the higher the ignition point above the
boiling point, the better it [the fuel] would be [for
compression-ignition engines].” Actually the OppOSih

is true. The closer the ignition temperature of the fuel
is to the boiling temperature the greater the probability
of starting combustion before the fuel is completely
vaporized and so preventing combustion fim taking
place at an excessive rate with the resulting rough
running and knocking of the engine. Alt also brought
forth the fact that with many of thG”fu& the ignition
temperature is below the mean boiling temperature.
This does not ailect the theory that vaporization pre-
cedes combustion since, as Tausz and Schulte (refer-
ence 13) have shown, the ignition temperature of a fuel
is that of the fraction which ignites at the loivest
temperature. The boiling point of this fraction may
or may not be below the mean boiling point, and igni-
tion is’ started when the vapor of this fraction reaches
the auto-ignition temperature regardless of whether or
not the heavier fractions have been vaporized in the
meantime. Au examination of the data presented by
Alt shows that with the three fuels for which both
ignition temperatures and boiling temperatnrea are
given, paraflin oil, &oht tar oil, and vertical furnace tar,
the suitability of the fuels for compression-ignition
engines is in the inverse order of the diilerence between
the auto-ignition temperature and the mem boiling
temperature, – 9°, 224°, and 365° l?., respectively.

Sass (reference 2) in his investigation placed con-
siderable weight on the results obtained by YVollemand
Ehmcke and felt that they presented convincing evi-
dence against the possibility of the formation of fuel
vapor in the combustion chamber of the compre&on-
ignition engine. The additional data presented by
Sass do not prove or disprove the vaporization theory,
although he held that they did disprove it. Sass con-
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siders the ignition temperature of acetylene as given
by Wollers and Ehmcke as the criterion for showing
that the ignition temperature of the fuel as measured
by him in. a ho~bulb engine was lower than the
ignition temperature of the vaporized fuel. Not only
were his ignition temperatures measured in air at high
density which would of itself lower the auto-ignition
temperature, a-sTausz and SchuIte have shown, but he
also precludes the ignition of the unstable peroxidw or
hydroxyls formed during the early stages of vaporiza-
tion. Sass agreed with Tausz’s explanation ofl the
ignition according to the peroxide formation theory
but states that the peroxide formation need take place
only in a relatively small portion of the molecules in
the fuel drop. No proof, however, has been presented
to show that peroxide formation takes place in the
liquid phase although Mardles (reference 12) has
shown that peroxide formation does take place in the
vapor phase.

Neumann (reference 14) in a later report presented
theoretical and experimental results on the heating of
the fuel drops in the spray. He started from the
relationship that the rate of heat input from the air to
the drop is equal to the rate of heat absorbed by the
drop to increase its temperature plus the rate of heat
absorbed by thevapor@ation of the drop. The”analysis
is based on the assumption that the air/fuel ratio
&roughout the chamber was constant. It is further
assumed that the temperature at the outside surface of
the drop is equal to that of the rest of the air in the
chamber and that the temperature of the inside
surface is equal to the temperature of the fuel drop
which has at anyinstant the same temperature through-
out. Although such computations do give results
which are of value from a qualitative standpoint, their
value from a quantitative standpoint is questionable.
Neumann found that the computed values for the rate
of heat transfer to the drop were much lower than those
experienced in the bomb which he used for his tests.
He attributi the difference to chemical reactions of
an exothermal nature which preceded the actual
ignition of the fuel. The present results show that
Neumann’s computed results,which indicated that less
than 1 per cent of the fuel vaporized durigg the time
available in the engine, are far from corrimt and that
actually the speed of vaporization is so great that a con-
siderable part of the fuel can vaporize even though the
temperature conditions are too low to cause iguition.

Tausz and Schuh% (reference 13) realized the neces-
sity of determining ignition temperatures under pres-
sure, and temperature conditions similar ta those
employed in the engine and consequently built their
apparatus accmdingly. They state (reference 13) that
“Ignition depends on the chemical composition of the
fuel and the preceding chemical changes, which dider

for ditlerent presmres and temperatures. Physical
conditions, such aa ii.nenessof division and diffusion,
have no immediate tiect on the ignition temperature,
but affect only the completeness and rapidity of the
combustion.” Although they did not believe that
there was suiiicient time for complete vaporization of
the fuel to take place they do state that “rather in the
most favorable cases only the outer layer of a drop
evaporates and mingles with the air and ignites at the
requisite temperature. The higher temperature, thus
produced, then causes the ignition of all the rest of the
fuel.” This latter statement is in agreement with the
ideasof Diesel. However, the present resultsshow that
the rate of vaporization of the fuel is much greater
than was previously believed. In fact it is of sufE-
cient rapidity to permit practicrdly all the fuel in the
combustion chamber to be vaporized before ignition
occurs. Tausz and Schulte realized that the ignition
temperatures of Wollers and Ehmcke were those of
the decomposition products produced in the absence of
oggen and not of the original vapors of the fuels, but
nevertheless they precluded the idea of extensive
vaporization pretious to ignition,

In testing fuels (chemical compounds) which did not
decompose on boiling, Tausz and Schulte found that
“the temperature of .ignition was independent of
whether the fuel is present in the form of a vapor or of
a fog and whether in this latter case, the drops me
large or small.” It is in these tests that proof is given
of the necessity of vaporization before ignition of the
fuel. ‘l%eae investigators tested over 100 chemical
compounds covering saturated aliphatic hydrocmbons,
unsaturated aliphatic hydrocarbons, cyclic compounds
and their derivatives, aromatic hydrocarbons, deriva-
tive of aromatic hydrocarbons, terpenes and cam-
phors, heterocyclic compounds, aldehydes, alcohols
and their derivatives, aliphatic acids, aromatic acids,
and various fats and mineral oils. With three excep-
tions, the auto-ignition temperatures of the chemical .
compounds in o~gen were always equal to or greater
than the boiling temperature of the liquid. For one ~
of these, nonylic acid, the dMerence was small, 6° l?.,
which can be attributed to experimental error. Of the
other two, stearic acid and undecylenic acid, stearic
acid is known to d&ompose on heating. In addition
Tausz and Schulte distilled two different crude oils
and collected the distillates at given temperature
increments. The ignition temperature of the dis-
tillates were then determined. They found that
“the ignition point of the crude product is approxi-
mately that of the fraction which ignites at @e lowest
temperature,” and that this temperature was higher
than the boiling temperature of the fraction, which
presents further proof that even with the complex
fuels vaporkation precedes ignition.
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CONCLUSIONS

There are two main conclusions to be drawn from
the data presented. First, there is considerable
vaporization of the injected fuel in a high-speed com-
pression-ignition engine during the time available for
injection and combustion. Second, this vaporization
affects the course of combustion.

There are also several detailed concl~one:
1. The percentage of the fuel vaporized before igni-

tion is a function of the boiling temperature or tem-
peratures of the fuel, the injection advance angle, the
engine temperature, and the engine speed.

2. If the ignition lsg is too great the vaporization is
accompanied by sticient breakdown of the heavier
hydrocarbons into lighter hydrocarbons to dlect the
time and course of the combustion.

3. Unless combustion is started before the fuel
vapom have diiked throughout the chamber the
combustion will start throughout the chamber ahnost
aimultameouslywith consequent combustion shock.

LANGLEY MEMORIAL &RONA~CAL LABORATORY,
NATIONAL ADVISORYCo ammrmmFoB hR0NA~i33,

LANGLEY I?IDLD, VA., ~ag 4,1939.
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